
A/V Components 2009-2010
Indulge All Your Senses with the Ultimate 
Home Entertainment Experience

EV90DVD/EV70DVD EV50DVD HTD88DVD
System
Functions 5 (DVD/Deck/Tuner/USB/Line) 5 (DVD/Deck/Tuner/USB/Line) 5 (DVD/Tuner/TV/Line1/Line2)
Cassette Deck • •
Amplifier
Output Power PMPO 7500 W 2500 W 7500 W
RMS Front, 1 kHz, 10 % T.H.D., 6 Ω 100 W/ch 100 W/ch 100 W/ch

Centre, 1 kHz, 10 % T.H.D., 6 Ω 100 W 100 W
Surround, 1 kHz, 10 % T.H.D., 6 Ω 100 W/ch 100 W/ch
Subwoofer, 100 Hz, 10 % T.H.D., 6 Ω 100 W 100 W

Playback Media and Playback Modes on Disc Media/USB
Progressive Scan (PAL/NTSC) • • • (NTSC only)
DVD-Video/DVD-R/DVD-R DL/DVD-RW*1 • • • (except DVD-R DL)
DVD+R (Video)/DVD+RW (Video)*1 • •
SVCD/VCD/CD/CD-R/CD-RW*1 • • •
Music File: MP3*2, WMA*3, MPEG-4 AAC*4 • • • (except MPEG-4 AAC)
Video File: DivX Video*5, JPEG*6 • (disc media only) • (disc media only) • (JPEG/disc media only)
GigaByte Music (DVD Data Disc Playback) • •
PLAYLIST for Easy Song Selection • •
PHOTO + MUSIC MIX • •
Surround Format and Sound features
DTS, Dolby Digital, Dolby Pro Logic II • • (except Dolby Pro Logic II) •
Front Surround Mode • •
Extra Power Mode • •
Bass Mode • (X. Boom) • (X. Boom) •
Advanced Surround (8 Modes) •
Sound Field Control (6 Modes) • •
Karaoke (Key control, Echo) • • • (except Key control/Echo)
Terminals
USB Memory Audio Ready 1 1
Component Video out 1 1 1
S-Video out/Composite Video out 0/1 0/1 1/1
Digital Audio Input 1
Analogue Audio Input/Output 1/0 1/0 1/1
Pioneer SR+ Input/SR Output 1/0
Power Requirements (Singapore/HK) 110-127/220-230/240 V 110-127/220-230/240 V 110-127/220-230/240 V

50/60 Hz 50/60 Hz 50/60 Hz
†   Malaysia, Singapore, Thailand, and Hong Kong only.
†† Bluetooth function is available when the optional adapter is inserted into the adapter terminal.

*1 CD-R/RW DVD-R/R DL/RW DVD+R/RW Playback: Disc may not be played back because of following reasons:
recording characteristics of recorder, characteristics of disc, scratches and dust on disc, dust and condensation
on pickup lens. CD-R/CD-RW Playback: CD-R/CD-RW discs for Audio, recorded in CD Audio, Video CD or MP3/
WMA/MPEG-4 AAC audio formatting can be played back. Unfinalized discs cannot be played back. DVD-R/R DL/
RW Playback: Unfinalized discs cannot be played back.
*2 Compatible with MPEG1 Audio Layer3 format with a sampling rate of 32, 44.1 or 48 kHz. 
*3 WMA content can be encoded by using Windows Media® Player version 7.7.1, Windows Media® Player for
Windows® XP, or Windows Media® Player 9 series. Compatible with sampling rate of 32, 44.1 or 48 kHz. WMA files
encoded with DRM (Digital Rights Management) copy protection will not play.
*4 This player is compatible with MPEG-4 AAC files with M4A or m4a as an extension. Compatible with sampling
rate of 32, 44.1 or 48 kHz. MPEG-4 AAC files encoded with DRM (Digital Rights Management) copy protection will
not play.

*5 Plays DivX® video
DivX Certified to play DivX video

*6 JPEG file compatibility: This player is compatible with FUJI COLOR CD and KODAK Picture CD formats, as well
as CD-R/CD-RW/CD-ROMs containing JPEG files.

A CD recording format should be in accordance with ISO9660 Level1 or Level2 CD-ROM file system. DVD record-
ing format should be in accordance with UDF Bridge file system. Note that if the file structure is very complex, you
may not be able to read/play all files on the disc.

USB interface
The USB interface is compatible with USB mass storage devices including external magnetic hard devices,
portable flash memory (particularly key drives) and digital audio players (MP3 players) of format FAT 16/32. It is
not possible to connect this unit to a personal computer for USB playback. Pioneer cannot guarantee compatibili-
ty (operation and/or bus power) with all USB mass storage devices and assumes no responsibility for any loss of
data that may occur when connected to this unit. With large amounts of data, it may take longer for the system to
read the contents of a USB device.
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HTZ787DVD(-AP†) HTZ585DVD-AP† HTZ-FS30DVD(-AP†) HTZ282DVD(-AP†)/ HTZ181DVD/ CX505-K/CX500-K CX303-K
HTZ280DVD(-AP†) HTZ180DVD

System
Functions 

Amplifier
Output Power PMPO 7500 W 7500 W 3750 W 4500 W 4500 W 7500 W 3750 W
RMS Front, 1 kHz, 10 % THD, 4 Ω 100 W/ch 100 W/ch 100 W/ch 60 W/ch 60 W/ch 100 W/ch 100 W/ch

Centre, 1 kHz, 10 % THD, 4 Ω 100 W 100 W 60 W 60 W 100 W
Surround, 1 kHz, 10 % THD, 4 Ω 100 W/ch 100 W/ch 60 W/ch 60 W/ch 100 W/ch
Subwoofer, 100 Hz, 10 % THD, 4 Ω 100 W 100 W 100 W 60 W 60 W 100 W 100 W

Playback Media and Playback Modes on Disc Media/USB
Progressive Scan (PAL/NTSC) • • • • • • •
DVD-Video/DVD-R/DVD-R DL/DVD-RW*1 • • • • • • •
DVD+R (Video)/DVD+RW (Video)*1 • • • • • • •
SVCD/VCD/CD/CD-R/CD-RW*1 • • • • • • •
Music File: MP3*2, WMA*3, MPEG-4 AAC*4 • • • • • • •
Video File: DivX Video*5, JPEG*6, WMV • • • • • • (except WMV, disc media only) • (except WMV, disc media only)
GigaByte Music (DVD Data Disc Playback) • • • • • • •
PLAYLIST for Easy Song Selection • • • • • • •
PHOTO + MUSIC MIX • • • • • • •
Surround Format and Sound Features
DTS, Dolby Digital, Dolby Pro Logic II • • • (except Dolby Pro Logic II) • • • • (except Dolby Pro Logic II)
Front Stage Surround Advance • • •
Front Surround Mode • • •
Extra Power Mode • • • • •
Bass Mode • • • • • • •
Advanced Surround (7 Modes) • •
Sound Field Control • (6 Modes) • (6 Modes) • (7 Modes) • (7 Modes)
MP3 Expander • • • •
Voice Enhancer • • •
Virtual Surround •
MCACC Automatic Optimal Surround Set-up • (Advanced) • (Advanced)
Advanced Sound Retriever • • •
Auto Level Control • • •
Karaoke (Key Control, Echo) • • • • • • •
Terminals
USB Memory Audio Ready 1 1 1 1 1 1 1
HDMI for High Definition TV 1 1 1 1 1
Component Video Out 1 1 1 1 1 1 1
Front Audio Mini Jack Input 1 1
S-Video Out/Composite Video Out 0/1 0/1 0/1 0/1 0/1 1/1 1/1
Optical Digital Input/Output 1/- 1/- 1/1
Analogue Audio Input 1 1 1 1 1 1 1
Power Requirements (Singapore/HK) 220-240 V 50/60 Hz 220-240 V 50/60 Hz 220-240 V 50/60 Hz 220-240 V 50/60 Hz 220-240 V 50/60 Hz 220-240 V 50/60 Hz 220-240 V 50/60 Hz

(Other areas) 110-220 V 50/60 Hz 110-220 V 50/60 Hz 110-220 V 50/60 Hz 110-220 V 50/60 Hz 110-220 V 50/60 Hz



HDMI Connection
HDMI Terminals

HDMI ensures lossless transmission for high-quality pictures and sound, as

signals remain in a pure digital state. The Pioneer A/V receivers also

support Deep Colour and x.v.Colour.

Digital Video Converter with PureCinema™ and HDMI Upscaler*
(VSX-1019AH/VSX-919AH)

The new digital video converter includes various technologies for enjoying

high-definition video, such as PureCinema™ progressive scan circuit for

processing I/P conversion of 480i analogue signals and advanced GUI

control. The VSX-1019AH features a video upscaler by Anchor Bay

Technology for upscaling 480i/p video signals up to 1080p. The VSX-1019AH

and VSX-919AH allow HDMI output of all analogue video signals.

* VSX-1019AH only

HDMI Repeater

Pioneer A/V receivers feature an HDMI repeater function. Unlike HDMI

switching which only transfers high-definition video signals, the HDMI

repeater allows full-digital transfer of high-definition audio as well as up to

1080p video signals. Although the VSX-519V does not have Dolby TrueHD

or DTS-HD Master Audio decoders, it does allow you to enjoy HD audio via

LPCM output through HDMI.

Precision Quartz Lock System (PQLS) — Jitter-Free Audio
Transmission via HDMI (VSX-1019AH/VSX-919AH)

Through an HDMI connection with a compatible Pioneer Blu-ray Disc player,

the VSX-1019AH and VSX-919AH perfect CD playback with the proprietary

Precision Quartz Lock System (PQLS). This technology eliminates distortion

from timing errors, giving the best possible digital-to-analogue conversion

from audio CD sources for jitter-free playback and dynamic sound quality.

iPod/iPhone Connection
iPod®/iPhone Digital Connection via USB (VSX-1019AH/
VSX-919AH/VSX-819H)

Enjoy iPod videos, pictures and music

via digital connection. The VSX-1019AH,

VSX-919AH, and VSX-819H each come

with an iPod/iPhone connection cable allowing direct USB connection to

the front panel without having to buy a docking station. The audio signals

are directly transferred to the A/V receiver's high-performance DAC,

offering superior sound. What's more, you can operate your iPod with the

A/V receiver's remote control. With an iPhone/iPod Touch, you can even

watch YouTube video enlarged on your TV screen. The VSX-1019AH and

VSX-919AH can display album artwork on an HDTV.

High-Performance Technologies for 
Superior Sound Quality

Advanced Sound Retriever

Pioneer's latest A/V receivers feature the Advanced Sound

Retriever, which significantly improves the sound quality

of compressed audio — such as WMA, MPEG-4 AAC, and

MP3 — to the level of CD sound. The Advanced Sound Retriever creates

new signals to restore the minor details left out during the compression

process. The VSX-1019AH and VSX-919AH feature an Advanced Sound

Retriever for multi-surround sound, which is compatible with DVD

soundtrack such as Dolby Digital or DTS.

Auto Level Control

Auto Level Control equalises volume level differences

between tracks when playing music from iPod or other

sources. The Auto Level Control on the VSX-1019AH and

VSX-919AH supports multi-channel playback, maintaining

a consistent level even at low volumes.

New GUI (VSX-1019AH/VSX-919AH)

The GUI on the latest A/V receivers has been refined, resulting in enhanced

ease-of-use. Each function has a dedicated GUI screen, displaying, for

instance, iPod/iPhone data, speaker settings, or EQ adjustments.

2 A/V Receivers

Feature Highlights of the New A/V Receivers
Our latest A/V receivers bring the sound of studio master to your home, by joining Pioneer-original surround sound technologies —
Phase Control and MCACC — with DTS-HD Master Audio and Dolby TrueHD new generation audio formats. Features by HDMI connection
also provide enhanced video and audio, as well as superior sound from your iPod/iPhone.

3A/V Receivers

New Generation Audio Formats
sDTS-HD/Dolby TrueHD decoders

Pioneer-Exclusive Innovations
sPhase Control (Bass management system

ensures precision low frequency output)
sAdvanced MCACC setup with 9-band EQ 
sStanding Wave Control
sAdvanced Sound Retriever (for enhanced

PC and portable audio)
sFront Stage Surround Advance
sAuto Level Control (Multi)
• Advanced Direct Energy Power Amplifier 

Features for Superior Sound Quality
sMaximum power (6 ohms): 170 W x 7ch
sPQLS 2ch Audio
• Digital Core Engine with Freescale 400MIPS

Processing DSP

• 192 kHz/24-bit DAC

Surround Sound Technologies
• DTS-ES/DTS 96/24/Dolby Digital EX/Dolby

Digital Plus decoders

• Neural-THX Surround

• Sound Delay for adjusting Lip Sync (0.0-10.0 frames)

• Dialogue Enhancement

Enhanced Convenience
siPod player digital direct via USB 
sUSB memory audio ready (USB Host

function)
sHDMI Upscaler
sDigital video converter (up to HDMI) 
sMulti-Zone Audio/Video (Zone 2)

VSX-1019AH-K

New Generation Audio Formats
sDTS-HD/Dolby TrueHD decoders

Pioneer-Exclusive Innovations
sPhase Control (Bass management system

ensures precision low frequency output)
sAdvanced MCACC setup with 9-band EQ 
sStanding Wave Control
sAdvanced Sound Retriever (for enhanced

PC and portable audio)
sFront Stage Surround Advance
sAuto Level Control (Multi)
• Advanced Direct Energy Power Amplifier 

Features for Superior Sound Quality
sMaximum power (6 ohms): 170 W x 7ch
sPQLS 2ch Audio
• Digital Core Engine with Freescale 400MIPS

Processing DSP

• 192 kHz/24-bit DAC

Surround Sound Technologies
• DTS-ES/DTS 96/24/Dolby Digital EX/Dolby

Digital Plus decoders

• Sound Delay for adjusting Lip Sync (0.0-10.0 frames)

• Dialogue Enhancement

Enhanced Convenience
siPod player digital direct via USB 
sUSB memory audio ready (USB Host

function)
sDigital video converter (up to HDMI) 
sMulti-Zone Audio/Video (Zone 2)
Silver finish also available (VSX-919AH-S) in some areas

VSX-919AH-K(-S)

Analogue Audio (previous)

Connection Comparison

A/V Receiver

ADC

Analogue
Audio
Digital
Audio

* Wave form image only

AMPDSP DAC

Digital Audio (VSX-1019AH/VSX-919AH/VSX-819H)

A/V Receiver

USB

Host
AMPDSP DAC

GUI Images

Home Menu Speaker Setting iPod/iPhone

EQ Adjustments Reverb Characteristic Zone 2

HDMI Repeater vs. HDMI Switching

Cable

HD Audio

Auto Lip-Sync

Connection 
Type

Legacy CableHDMI SwitchingHDMI Repeater

Yes

Video 

Audio

Video Audio Video Audio

(Digital)

Dolby Surround 
(Analogue)

Yes

Blu-ray Disc Player

HDMI Input/Output 4/1 (Repeater) 3/1 (Repeater) 3/1 (Repeater) 2/1 (Repeater)
Deep Colour • • • •
x.v.Colour • • • •
KURO LINK • •

HDMI Terminals VSX-1019AH VSX-919AH VSX-819H VSX-519V

VSX-1019AH • • (Advanced) • • (Multi-ch) • (Multi-ch)
VSX-919AH • • (Advanced) • • (Multi-ch) • (Multi-ch)
VSX-819H • • • • (2ch) • (2ch)
VSX-519V • (2ch) • (2ch)

DTS-HD/Dolby TrueHD MCACC iPod Digital Advanced Sound Retriever Auto Level Control

Component

HDMI

Input Output

Composite
Video

Digital Video Converter with HDMI Output

*  VSX-1019AH and VSX-919AH have full conversion up to HDMI
and down conversion from component to composite video.

** TV audio/video output via A/V receiver by HDMI connection
may not be available depending on the source device.



New Generation Audio Formats

DTS-HD Master Audio and Dolby TrueHD provide sound that is bit-for-bit
identical to the studio master, delivering sound at extremely high variable
bit rates far exceeding standard DVDs.

4 A/V Receivers 5A/V Receivers

New Generation Audio Formats
� DTS-HD/Dolby TrueHD decoders

Pioneer-Exclusive Innovations
� Phase Control (Bass management system

ensures precision low frequency output)
� Auto MCACC setup 
� Advanced Sound Retriever (for enhanced

PC and portable audio)
� Front Stage Surround Advance
� Auto Level Control (2ch)

Features for Superior Sound Quality
� Maximum power (6 ohms): 150 W x 5ch
¥ Digital Core Engine with Texas Instruments Aureusª DSP
¥ 192 kHz/24-bit DAC

Surround Sound Technologies
¥ DTS 96/24/DTS Neo:6/Dolby Digital/Dolby Pro

Logic IIx decoders
¥ Sound Delay for adjusting Lip Sync (0.0-9.0 frames)
¥ Stream Direct (for pure and unprocessed digital sound)

Enhanced Convenience
� HDMI repeater (3 in/1 out), x.v.Colour,

Deep Colour compatible 
� iPod player digital direct via USB 
� USB memory audio ready (USB Host function)
� Multi-Zone Audio (Zone 2)
Silver finish also available (VSX-819H-S) in some areas

VSX-819H-K(-S)

Pioneer-Exclusive Innovations
� Phase Control (Bass management system

ensures precision low frequency output)
� Advanced Sound Retriever (for enhanced

PC and portable audio)
� Front Stage Surround Advance
� Auto Level Control (2ch)

Features for Superior Sound Quality
� Maximum power (6 ohms): 150 W x 5ch
¥ Digital Core Engine with Texas Instruments Aureusª DSP
¥ 192 kHz/24-bit DAC

Surround Sound Technologies
¥ DTS 96/24/Dolby Digital/Dolby Pro Logic II decoders
¥ Sound Delay for adjusting Lip Sync (0.0-9.0 frames)
¥ Stream Direct (for pure and unprocessed digital sound)

Enhanced Convenience
� HDMI repeater (2 in/1 out), x.v.Colour,

Deep Colour compatible 
� Multi-Zone Audio (Zone 2)
Silver finish also available (VSX-519V-S) in some areas

VSX-519V-K(-S)

FEATURE COMPARISON & SPECIFICATIONS: A/V RECEIVERS
VSX-1019AH-K VSX-919AH-K(-S) VSX-819H-K(-S) VSX-519V-K(-S)

Power Output 
Rated Power Output

Stereo (20 Hz - 20 kHz, 0.2 % THD) 90 W + 90 W (8 ohms) 90 W + 90 W (8 ohms) 65 W + 65 W (8 ohms) 65 W + 65 W (8 ohms)
Rated Power Output

Multi-ch (1 kHz, 1 % THD)
Front 140 W/ch (6 ohms) 140 W/ch (6 ohms) 125 W /ch (6 ohms) 125 W /ch (6 ohms)
Centre 140 W (6 ohms) 140 W (6 ohms) 125 W (6 ohms) 125 W (6 ohms)
Surround 140 W/ch (6 ohms) 140 W/ch (6 ohms) 125 W /ch (6 ohms) 125 W /ch (6 ohms)
Surround Back 140 W/ch (6 ohms) 140 W/ch (6 ohms)

Maximum Power (RMS, 1 kHz, 10 % THD) 170 W x 7ch (6 ohms) 170 W x 7ch (6 ohms) 150 W x 5ch (6 ohms) 150 W x 5ch (6 ohms)
Amplifier Design
Channels 7 7 5 5
Amplification Type Hybrid Hybrid Discrete Discrete
Impedance Guarantee 6 ohms 6 ohms 6 ohms 6 ohms
MCACC Features
Auto MCACC Advanced (9 Band EQ) Advanced (9 Band EQ) ¥
DSP Design
Digital Core Engine Freescale 400 MIPS Processing DSP Freescale 400 MIPS Processing DSP Texas Instruments Aureusª DSP Texas Instruments Aureusª DSP
DAC 192 kHz/24-bit 192 kHz/24-bit 192 kHz/24-bit 192 kHz/24-bit
DSP Features (License or Format)
DTS-HD Master Audio ¥ ¥ ¥
Dolby TrueHD ¥ ¥ ¥
Dolby Digital EX ¥ ¥ ¥
Dolby Digital ¥ ¥ ¥ ¥
Dolby Pro Logic II/Dolby Pro Logic IIx ¥ / ¥ ¥ / ¥ ¥ / ¥ ¥ / Ð
DTS-HD High Resolution Audio ¥ ¥ ¥
DTS Express ¥ ¥ ¥
DTS Neo:6 ¥ ¥ ¥
DTS-ES ¥ ¥ ¥
DTS 96/24 ¥ ¥ ¥ ¥
DTS ¥ ¥ ¥ ¥
WMA9 Pro ¥ ¥
Neural THX Surround ¥ ¥
DSP Features (Original)
Phase Control ¥ ¥ ¥ ¥
Advanced Surround Modes 13 Modes*1 13 Modes*1 9 Modes*2 9 Modes*2

Front Stage Surround Advance ¥ (Focus, Wide) ¥ (Focus, Wide) ¥ ¥
Virtual Surround Back ¥ ¥
Advanced Sound Retriever ¥ (Multi) ¥ (Multi) ¥ (2ch) ¥ (2ch)
Dialogue Enhancement ¥ ¥
Midnight Listening Mode ¥ ¥ ¥ ¥
Loudness ¥ ¥ ¥ ¥
Tone Control ¥ ¥ ¥ ¥
Audio  Features
Auto Level Control ¥ (Multi) ¥ (Multi) ¥ (2ch) ¥ (2ch)
Sound Delay (Lip-Sync) ¥ (10 frame) ¥ (10 frame) ¥ (9 frame) ¥ (9 frame)
Stream Direct ¥ ¥ ¥ ¥
HDMI
1080p Transferring ¥ ¥ ¥ ¥
x.v.Colour ¥ ¥ ¥ ¥
Deep Colour ¥ ¥ ¥ ¥
Repeater ¥ ¥ ¥ ¥
Video Converter Up to HDMI (Full Convert) Up to HDMI (Full Convert)
iPod¨ *3

iPod¨ Digital Audio ¥ ¥ ¥
Supported Models 5th gen./nano and above/iPhone 5th gen./nano and above/iPhone 5th gen./nano and above/iPhone
USB
Terminal Type A-Type A-Type A-Type
USB Host Function (for Audio Playback) ¥ ¥ ¥
Tuner
FM/AM Tuner ¥ ¥ ¥ ¥
Radio Random Preset Select 63 63 30 30
FM/AM 3-Speed Accelerated Tuning ¥ ¥ ¥ ¥
Remote Control
Type Preset Preset Preset SR
Terminals (Main Room)
HDMI Input/Output 4/1 (Repeater) 3/1 (Repeater) 3/1 (Repeater) 2/1 (Repeater)
USB Input (for Memory Audio) 1 1 1
Digital Coaxial Input/Output 2/0 1/0 1/0 1/0
Digital Optical Input/Output 2/0 2/0 2/0 2/0
Analogue Multi-ch Input ¥ (5.1ch) ¥ (5.1ch) ¥ (5.1ch) ¥ (5.1ch)
Preamp Output ¥ (SW) ¥ (SW) ¥ (SW, SBL, SBR) ¥ (SW)
Audio Input/Rec. Output 4*4/1 4*4/1 4*4/1 4*4/1
A/V (Composite) Input/Rec. Output 4/1 4/1 4/1 3/1
Component Video Input 2 (assignable) 2 (assignable) 2 (assignable) 2 (assignable)
Monitor Video Output (to TV): Component/Composite 1/1 1/1 1/1 1/1
Miscellaneous
Dimensions (W x H x D) 420 x 158 x 349 mm 420 x 158 x 349 mm 420 x 158 x 347.7 mm 420 x 158 x 347.7 mm
Weight 8.7 kg 8.7 kg 9.0 kg 8.8 kg
Power Requirements 110/120-127/220/230-240 V 110/120-127/220/230-240 V 110-127/220-240 V 110-127/220-240 V

50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
Power Consumption 330 W 330 W 285 W 280 W
Power Consumption during Standby 0.7 W (Stby - KURO LINK off) 0.7 W (Stby - KURO LINK off) 0.8 W 0.7 W

0.8 W (Stby - KURO LINK on) 0.8 W (Stby - KURO LINK on)

*1 Action, Drama, Sci-Fi, Mono Film, Entertainment Show, Expanded Theater, TV Surround, Advanced Game, Sports, Classical, Rock/Pop, Unplugged, Extended Stereo + Phones Surround 
*2 Action, Drama, Entertainment Show, Advanced Game, Sports, Classical, Rock/Pop, Unplugged, Extended Stereo
*3 The units are compatible with 5th generation and newer iPod, iPod nano, iPod touch, and iPhone, but compatibility may vary depending on the software incorporated in your iPod. The Pioneer A/V receivers do
not support software versions prior to iPod update 2004-10-20. Consult your nearest Pioneer dealer for supported versions.
While connected to the A/V receiver, iPod cannot be controlled directly and only the word ÒPioneerÓ is displayed on the iPod display. Functions such as equalizer cannot be controlled using the receiver, so we
recommend you to turn off the equalizer before connecting. iPod is for legal or rightholder-authorized copying only. Don't steal music. iPod is a trademark of Apple Computer, Inc., registered in the U.S. and other
countries.
*4 Tuner included.

Comparison of High Definition Audio Formats
Compressed

Lossless Lossy

Dolby TrueHD Dolby Digital Plus Linear PCM

DTS-HD
Master Audio

DTS-HD
High Resolution Audio

Uncompressed 48 kHz/
16-bit audio format
similar to CD, but with
higher sampling
frequencies and
quantization. No
decoding required.

Uncompressed

Maximum bit rate comparison of audio formats
 1 mbps     1000 kbps128 kbps

448 kbps

2 mbps

6 mbps

6 mbps

18 mbps

24.5 mbps

MP3

Dolby Digital

DTS

Dolby Digital Plus

DTS-HD

Dolby TrueHD

DTS-HD Master Audio

HD Audio vs. Lossy Formats


